Hydrologic Modeling of a
Drained Pine Plantation on
Poorly Drained Soils
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ABSTRACT. Three experimental watersheds in eastern North Carolina have been continuously
monitored since 1988 to study long-term hydrology of loblolly pine (Pinus taeda L.) forests on poorly
drained soils. This study was conducted to test the forestry version of an agricultural hydrology model
DRAINMOD with 10 yr (1988-1997) of data collected at one of these watersheds under conventional
(open ditch) drainage. The model, which is based on hourly water balance for the land between parallel
drainage ditches, simulates interception, evapotranspiration (ET) as the sum of canopy transpiration
and soil evaporation, drainage, and surface runoff. Results showed that model predictions of daily
water table elevations and flow rates on an average annual basis were within 0.15 m and 0.61 mm,
respectively, compared to the measured data. Relative errors on drainage outflow varied from —-18%
to 23%, with an average of 0.4%. Errors in measured flow rates during weir submergence, missing
rainfall and weather data, and uncertainty in estimates of stomatal conductance contributed to the
differences between model predictions and field observations. It was concluded that the model is a
reliable tool for assessing hydrologic impacts of silvicultural and water management treatments, as
well as climate changes, on these pine stands. For. Sci. 47(1):103-114.

Key Words: Loblolly pine, DRAINMOD, drainage, water table depth, and evapotranspiration.

gated by McCarthy et al. (1991) and Amatya et al. (1996).

VAST AREA OF LANDS ON poorly drained soilsin south-
eastern coastal plainsof thecontiguousUnited States Similarly, Amatya et a. (1998a) reported the effects of

are being intensively managed with pine forests for
maximum timber production. Forest management on these
lands includes previously dug ditches to lower water table
depthsfor improving both trafficability and soil water condi-
tions. In recent years, there has been a concern about water
quality degradation in the rivers and estuaries that receive
fresh water from these drained forests. In that context, the
hydrology and water balance of three 25 ha experimental
watersheds on drained loblolly pine (Pinustaeda L .) forests
at Carteret County in eastern North Carolina were investi-

controlled drainageonwater quality using apaired watershed
approach on the same forests. These results were based on 2
to 4 yr of continuous monitoring. While continuous monitor-
ing provides data for quantifying hydrologic and nutrient
balances and more, it is not usually possible on along-term
basis.

Oneof the objectivesof thisand other long-term studiesis
to make data availablefor devel oping and testing simulation
models. DRAINMOD (Skaggs 1978) is a field scale water
management model that has found wide application for
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predicting hydrologic effects of land management practices
on flat, poorly drained agricultural watersheds.

McCarthy (1990) modified DRAINMOD by adding new
algorithmsfor interception, subsurfacedrainage, and wet and
dry canopy evaporationto makeit applicablefor drained pine
forests. The modified field scale model, DRAINLOB, was
tested with a22 month period of data (1988—-1989) collected
at thesamethreeexperimental forested watersheds(McCarthy
et al. 1992) mentioned earlier. McCarthy and Skaggs (1992)
applied this model to simulate the hydrol ogic water balance
of the pineforestswith different water management practices
for both thinned and unthinned regimes. The new algorithms
from DRAINLOB for pine forests were later added to
FLD& STRM (Konyhaand Skaggs 1992), awatershed scale
model with aditch and stream routing component for drained
agricultural lands, to develop and eval uate awatershed scale
forest hydrologic model, DRAINWAT (Amatyaet a. 1997).
When successfully devel oped and tested, thesemodel scan be
used to eval uate alternative combinationsof silvicultural and
water management practices for enhancing productivity and
reducing negative environmental impacts.

Recent studies in hydrologic modeling have shown that
calibration or testing of rainfall-runoff modelswith datafroma
year or two may not be adequate to describe some processes
(Yapoetal. 1996). Thisisparticularly trueif the observed data
arecollected during yearsthat areeither extremely wet or dry. In
such cases, the calibrated parameters of the model may not
capture some important processes and may overemphasize
others. Yapo et a. (1996) concluded that approximately 8 yr of
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dataarerequired to obtain calibrationsthat arerelatively insen-
sitivetotheperiodselected. Therefore, inthisstudy, DRAINL OB,
thefield scalemodel that was developed asatool for evaluation
of effects of forest management practices, is applied to predict
daily hydrology of a drained pine forest under conventional
drainage using 10 yr (1988-1997) of data collected at the site.
The stomatal conductance function developed by McCarthy
(1990) was modified using the long-term dataiin this modeling
study. The main objective of this article isto test the model’s
ability to predict the daily water table elevations and drainage
outflowsfor thiswatershed for the variationsin westher condi-
tionsthat occurred over the 10 yr observation period.

Methods

Site Description and Measurements

Field measurements were conducted on the Carteret 7
research site, which is located on aloblolly pine plantation
owned and managed by Weyerhaeuser Company in Carteret
County, North Carolina(Figure1). Theresearch siteconsists
of three artificially drained experimental watersheds, each
about 25 hain size. Topography of the siteis flat, and soils
have shallow water tables. The soil isahydric series, Deloss
fine sandy loam (fine-loamy mixed, Thermic Typic
Umbraquult). Results analyzed here were obtained from the
control watershed (D1), whichwas managed in conventional
drainage mode throughout the 10 yr period. The watershed
isdrained by four 1.4 to 1.8 m deep lateral ditches spaced
100 m apart (Figure 1).

Watershed Boundary

..............................................

100 m D 1
!
O
Q
Ol 2 o3
O
@)

Collector Ditch

Watershed Outlet
[ J
d e e e e e e e e = = o - === = == = = — —————— L}
600 m
LEGENDS:
[} Automatic Rain Gauge
—l— V-notch Weir with Continuous Recorder
(@] Water Table Wells
Lateral Ditch
——=_ w===p=m Roadside Collector Ditch
D1 Watershed 1
m Experimental Plot

Figure 1. Location map of the study site (left) and schematic diagram of study watershed (right) at Carteret County,

North Carolina.

104  Forest Science 47(1) 2001



Total rainfall was collected with an automatic tipping
bucket rain gauge backed up by a manual gauge in an open
area on the western side of the watershed. Air temperature,
relative humidity, wind speed, and net radiation were col-
lected onan hourly basisat aweather station located approxi-
mately 800 mwest of thesite. Theweather stationwasmoved
tothe adjacent harvested watershed (D2) in September 1997.
An adjustable height 120° V-notched weir, located at the
outlet of the watershed, allowed measurement of drainage
outflow by continuously recording water levels upstream of
the weir. The weir level at the outlet was set at different
elevationsuntil March 1990. FromMarch 1990it was perma-
nently set at about 1 m below averageground surfacetoallow
free drainage from the soil profile. A pump wasinstalled on
themain outlet of thewatershed (Figure 1) in 1991 to prevent
weir submergence during larger events.

Dataon soil, hydrology, and vegetation parameters were
collected on three rectangular plots (Figure 1). Water table
€levationsweremeasured by continuousrecordersinwellsin
two plotsmidway betweenthefield ditches. Daily water table
elevation for the watershed was cal culated as average of the
two midpoint wells. Water table elevations in four other
transect wells across the watershed were measured periodi-
cally todeterminethewater table shapebetween themidpoint
and the ditch.

The detailed history of the loblolly pine stand planted in
1974 and commercially thinned in October 1988 was given
by Amatya et al. (1996, 2000). Leaf Arealndex (LAI) from
1988 until early 1993 was estimated from litterfall collected
at the site on a monthly basis. Starting in 1994, LAI of the
stand was assumed to be the same as in 1993 because the
canopy wasclosed andweassumedthat it did not changeafter
five growing seasons following thinning (McCarthy 1990,
McCarthy and Skaggs 1992). Stomatal conductance of pine
needles was measured approximately every 3 to 4 wk from
April 1988 through April 1992, and with lesser frequency
after that until April 1994, with aporometer (L 1-2000, LiCor
Inc., Lincoln, NE). The measurements were done between
early morningtotheearly afternoon. Thereader isreferred to
McCarthy et al. (1991) and Amatyaet al. (1996) for adetailed
description of the site and methods for measuring stomatal
conductance.

Model Description

DRAINLOB (McCarthy 1990, McCarthy et al. 1992) isa
version of DRAINMOD (Skaggs1978), whichwasmodified
for forested watersheds. The modifications were made in
components for subsurface drainage, interception, and ET.
DRAINMOD simulates the response of the water table and
soil water regime between the ditches to different combina-
tions of surface and subsurface water management practices.
The model computes the surface and subsurface water bal-
ance based on the water table position midway between
paralel ditches.

For the modified forestry version, DRAINLOB,
M cCarthy and Skaggs(1991) developed asimplified model
for predicting drai nage rates under the changing boundary
conditions characteristic of forested watersheds drained
by widely spaced parallel ditches. The drainage rate was

computed using a “table lookup” procedure that uses
tabulated results of numerical solutions to the nonlinear
Boussinesq equations (McCarthy et al. 1992). Input to the
table (the independent variable) is average water table
depth between the midpoint and the ditch. The distance
between the midpoint and the ditch wasdiscretized into 50
equal segments in the solutions to the Boussinesq equa-
tion, to capture average water table depth and shape. By
doing so, the drainage flux dueto the entire range of water
table positions including transitions from ponded water
conditionsto an elliptic water table profile, bank storage,
and lag time effects were addressed.

The volume of forest canopy interception loss was calcu-
lated by the method of Rutter et al. (1972) described by
McCarthy et al. (1992) and Amatyaet al. (1996). Evaporative
losses due to rainfall interception are first allowed to occur
based onthepotential wet canopy evaporation ratecal culated
by the Penman-Monteith (P-M) method (Rutter et al. 1972)
with zero canopy resistance. When the canopy storage be-
comesdry, then dry canopy transpirationisallowedto occur.

ET was defined as the sum of dry canopy transpiration
and soil evaporation. The hourly potential transpirationis
cal culated by the Penman-Monteith (P-M) method using a
stomatal conductance (gs) function in the model along
with measured LAl and weather variables (McCarthy et
al., 1992; Amatya et al., 1996). In this study, the gs
function is an hourly regression model built on measured
stomatal conductanceof therandomly sel ected pineneedles
from the same trees in each of the six plots of three
watersheds and hourly weather parameters (Flewelling
1992). Weather parameters such astemperature, net radia-
tion, and vapor pressure deficit were measured at the
weather station 800 m from the watershed at the same
time. This empirical relationship includes a seasonal pa-
rameter to reflect the seasonal variation, but not the root
zone soil water content. The prediction function for hourly
stomatal conductance is plotted with the measured datain
Figure 2 for a 6 yr (1988-1994) period. Measured data
showed some seasonal variation with the peak rates occur-
ring during June-July and the lowest values during De-

Stomatal Conductance Prediction Model
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Figure 2. Measured stomatal conductance data (solid dots),
fitted regression data (solid line with markers) and leaf areaindex
(LAI, thin line with markers) of the loblolly pine stand. In the
stomatal conductance (g ) prediction model: VPD =vapor pressure
deficit (kPa), R, = net radiation (W/m2), T = air temperature (°C),
and WINTER = 1for November to April and = 0 for May to October.
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cember—January. The measured values were highest dur-
ing the summer of 1988 just prior to thinning of the stand
in October 1988, after which it declined until 1990. The
lower peak values in the summer of 1993 may, however,
be due to the stress in root zone causing stomatal closure
when the soil moisture was limiting due to along period
with alittle or no rainfall (Amatyaet al. 1996). The same
study found less than expected transpirational losses for
nonlimiting soil water conditions using the same func-
tional relationship in the P-M ET model.

Estimates of transpiration using the P-M method have
been found to be highly sensitive to the estimates of gs
parameter, with the next most sensitive parameter being LAI
(Beven 1979, Amatya 1993). Therefore, accurate estimates
of both g,and LAl areimportant in estimating dry transpira-
tionin the P-M method. LAI data measured at the study site
(Figure 2) were comparabl e to the published datafor similar
other stands (Vose and Allen 1988). The stomatal conduc-
tancevaluesin Figure 2 are, however, generally smaller than
values observed for an 11- to 13-year-old upland loblolly
pine plantation in the sandhills of North Carolina (Lavanier
1998). The prediction function also underpredicted large
peak values and overpredicted smaller ones. A short-term
detailed study conducted at the site (Flewelling 1994) re-
vealed that the stomatal conductance of the current year's
cohort (new needles) was found to be as much as 1.5 times
larger thanthat of thelast year’ scohort (old needles). Similar
conclusions on stomatal response to the age of pine needles
with generally higher values for juvenile (new) ones com-
pared to the mature were made by Murthy et al. (1997).

Studies have shown that the g, has alarge diurnal as well
as seasonal variation (especially for dry days) with its maxi-
mum occurring between early morning to mid-day (Lavanier
1998, Murthy et al. 1997, Lindroth 1985). These diurnal
variations were not taken into consideration during the near
6-yr (1988-1993) measurements at this study site. Lavanier
(1998) also showed a decrease in g, with increasing LAI or
nutrition. Under the same environmental conditions, sto-
matal conductance for trees on thinned stands may be higher
than that for trees with closed canopies due to availability of
more soil water in the former. Other studies (Lindroth 1985,
Whitehead and Kelliher 1991, Oren et al. 1998) have aso
shown a strong dependence of stomatal conductance on
vapor pressure deficit (VPD) and soil moisture. Lavanier
(1998) showed stomatal conductance declines linearly with
increasing VPD. Soil moisture, however, did not begin to
restrict g until volumetric soil moisture fell below 70%
available. TheVPD datameasured at aweather station distant
from our pine stands, however, did not show a well-defined
relationshipwith stomatal conductance, whichwasmeasured
mostly in the morning (Figure 3). These studies clearly
indicate that stomatal conductanceis affected by many envi-
ronmental factors. Because of the uncertainties associated
with both the measured data and those factors, the g, com-
puted by theregression model waschosen astheonly calibra-
tion parameter to test the model’s capability in predicting
daily water table depths and drainage outflow rates in this
study.
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Figure 3. Plot of measured stomatal conductance and vapor
pressure deficit.

For periods when wet canopy evaporation is zero, the
model, asin DRAINMOD, allowsthe transpiration lossesto
occur at thepotential rateaslong asthe upward soil water flux
can satisfy the potential demand. When the upward flux
becomes smaller than the potential rate, the deficit is then
supplied by soil water from the root zone. This createsadry
zone, which subsequently increasesindepthasET continues.
When thedry zone depth becomes equal to therooting depth,
transpiration is limited by soil water conditions and is set
equal to the upward flux.

Soil evaporation in McCarthy et al.’s (1992) study was
calculated as a decreasing exponent of LAI times potential
ET (Thornthwaite method) as suggested by McKenna and
Nutter (1984). Because of the minimal understory vegetation
at thesite, it has not been separately considered inthemodel.
Detailed procedures for modeling the components of soil
drainage, interception, and evapotranspiration for the experi-
mental watershedshavebeen explained el seawhere(M cCarthy
1990, McCarthy et al. 1992, Amatya 1993).

Determination of Model I nput Parameters
Weather.—Hourly weather data on air temperature, rela-
tive humidity, wind speed, vapor pressure deficit, and net
radiation collected at the weather station located 800 m
west of the site were used for estimating potential wet and
dry canopy evaporation with the P-M method. Data from
this station were used until September 1997, after which
data from the new weather station at the adjacent water-
shed were used. Weather data prior to 1993 were reported
by Amatya et al. (1996). Whenever the weather station
was down after 1992, data were synthesized using the
average values with data from the same periods in previ-
ousyears. Continuous breakpoint rainfall measured at the
watershed itself was processed to use as an hourly format
in the model. Data were verified using backup data from
the adjacent manual gauge whenever possible and avail-
able. Missing rainfall data were supplemented by data
from the adjacent watersheds located 400 to 800 m to the
south. When all gauges were inoperable, datafrom Cozier
Tract sitelocated 6.5 km to the north were used. Although
the continuous simulations were conducted with these
data, the model prediction results from the periods when
weather station was down for more than a month and/or
rainfall had to be extrapolated from a distant gauge at
Cozier Tract were not included for model testing using
comparisons with observed data.



Drainage Design and Topographic Parameters—Model
inputsfor ditch spacing, depth, and average effective surface
storage were measured at the site and were the same asthose
used by McCarthy etal. (1992) andaregiveninTable 1. Daily
weir elevations at the ditch outlet were also measured di-
rectly. Theweir depth was 0.96 m below the average ground
surface. A measured average ground surface elevation of
2.67 mabovemean sealevel wasused to calculatewater table
depth at the midpoint wells in the watershed.

Soil Hydraulic Properties—Soil hydraulic properties in-
cluding the soil water characteristics, saturated hydraulic
conductivity (KJ), drainable porosity, upward flux, and wilt-
ing point asmeasured or estimated by McCarthy et al. (1992)
were used as inputs to the model (Table 1). A uniform and
constant K, value of 3.9 m day-! was used for the whole soil
profile.

V egetation Parameter s—Monthly leaf areaindex (LAI) for
the site estimated by using measured litter fall data were
interpolated to obtain daily values for the model. Measured
LAl dataare shown in Figure 2 for the period 1988 through
the beginning of 1994. Stomatal conductance on an hourly
basiswas estimated with the regression model built by using
hourly weather variables, but modified with a calibration
factor for the reasons discussed earlier. A factor of two was
used for the period 1988 through 1994 when the tree canopy
completely closed. From 1995 on, the factor was reduced to
1.4, assuming afull-grown canopy in thetree stand. Rooting
depth was assumed to be constant for each year and varied
according to the function derived by Baldwin (1987) for
thinned and unthinned lobl ol ly pine plantations of stand ages
from 0 to 60 yr as reported by McCarthy et al. (1992) and
McCarthy and Skaggs (1992). Canopy storage capacity was
estimated as a function of the LAl (McCarthy et al. 1992)
using the method of Spittlehouse and Black (1981). Canopy
cover was estimated as alinear function similar to LAI with
peak values during July—August and was based on the as-
sumption that by theyear 1993 the canopy wasfull with 87%
coverage (McCarthy and Skaggs 1992). Canopy coverage of
50% was assumed for the thinned condition (McCarthy et al.
1992). A constant aerodynamic resistance parameter of 5.9
sec m1wasused for the pinestand throughout the 10 yr study
period.

Model Testing

Testing/validation of rainfall-runoff models is generally
performed by comparing only measured and predicted out-
flows. A good model testing/validation procedure, however,
should include checks of the goodness-of-fit not only of

Table 1. Measured and estimated parameters input to the model
DRAINLOB.

Depth to impervious layer (cm) 300
Hydraulic Conductivity (m/day) 3.9
Drainable porosity (m/m) ~0.05
Saturated water content at root zone (m*/m?) 0.44
Water content at wilting point (m*/m?) 0.21
Rooting depth (cm) variable 37-50
Ditch spacing (m) 100
Ditch depth (cm) 120
Depth to bottom of the weir (cm) 96
Surface storage (cm) 7.5

stream flow, but also other simulated fluxes and storages
(Ambroiseetal. 1995). Inthismodel, in addition to measured
daily drainage outflows at the outlet, measured water table
elevations were also used to test the model’s capability to
simulate the daily hydrology. The model predicts average
water table depth, which was compared to the average of
water tabledepthsor el evationsmeasured at the midpoint and
theditch. Thismodel’ s outputs allow for both theidentifica-
tion of proper input parameters and verification of internal
consistency of the model structure in predicting subsurface
drainage rates, surface runoff and ET.

Severa goodness-of-fit or model performance criteria
have been recommended for evaluation and validation of
hydrologic models (L egates and McCabe Jr. 1999, Coffey et
al. 1999, Aitken 1973). The criteria adopted in this study
includegraphical comparison of measured and predicted data
for daily water table elevations, daily drainage amounts and
daily cumulative drainage outflow volumes, and tabular
comparison of seasonal and annual drainage outflow vol-
umes. Daily flow frequency—duration rel ationshipswere al so
plotted to evaluate the distributions of observed and simu-
lated values. The following five statistics were used for
guantitative evaluation of the model’s overall performance:

1. Average daily difference (ADD): It is computed as an
average of differences between the observed and simu-
lated data. This parameter, also called “mean error,” is
used for recognizing bias of the model. Positive values
indicate underprediction and negative values as
overprediction.

2. Average absolute daily difference (AADD) isameasure
of the average model deviation from the observed data.
Unlike the ADD parameter, it prevents cancellation of
errorswith oppositesignswhen calculatingtheaverage. A
value of zero indicates a perfect fit of the measured data.

3. Coefficient of Determination (R?) measures degree of
association between observed and simulated flows. A
value of R2 = 1 indicates the model describes all the
variability of the measured data. A value of RZ2 = 0.2
indicatesthe model describesonly 20% of the variability.

4. Nash-Sutcliffecoefficient or coefficient of efficiency (E):
This parameter is analogous to R2, but is not identical
(Legates 1999). It rangesfrom minusinfinity to 1.0, with
higher values indicating better agreement. The E param-
eter is an improvement over R? for model evaluation
purposes in that it is sensitive to differences in the ob-
served and simulated means and variances. |f the model
resultsin high R2valueswith abiased slope, thenthevalue
of E will be lower than R2. Because of the squared
differences, however, E is sensitive to extreme values, as
isR2.

5. Residual Mass Curve Coefficient (RMC) measures the
association between the observed and simulated residual
mass curves and is alwaysless than unity (Aitken 1973).
This statistic is thought to have an important advantage
over R2 and E inthat it measuresthe rel ationship between
the sequence of flows and not simply the relationship
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between individual flow events. If the flow sequence
contains systematic errorsthis coefficient should indicate
their presence. All statistics, except the RMC, were com-
puted only for periods when measured data on rainfall,
weather, and flow rates were available.

Results and Discussion

Rainfall and Temperature

Total annual rainfall and annual average, maximum, and
minimum temperatures for 10 yr (1988-1997) are shown in
Table 2. Annua rainfall is also compared with long-term
(1950-1980) normal rainfall from Morehead City, NC
(Epperson et al. 1987) located about 15 km southeast of the
study site. The 10 yr average of 1,526 mm rainfall clearly
shows that the study period was wetter than normal, as the
long-term average rainfall is 1339 mm. The year with the
least rainfall was 1990, while 1988, 1995, and 1997 were
close to normal. The highest rainfall occurred in 1989 fol-
lowed by 1996, which was dominated by tropical stormsand
hurricanes. The variability in rainfall anong the three adja-
cent watershedsis evident from year to year with D1 consis-
tently receiving the greatest amounts. The annual variations,
caused mostly by the coastal tropical storms, arereflected in
the seasonal rainfall (Figure 4). Seasona rainfall patterns
with the highest in July—September followed by January and
March were reported by Amatyaet al. (1996). February was
generally the month with the least amount of rainfall (Figure
4). Thewarmest year was 1990 followed by 1991 and 1994.
However, because of relatively high rainfall in 1991 and
1992, the total net radiation, which explains a substantial
portion of ET, waslessinthoseyearsthan in other years. Net
radiation was highest for the years 1988 and 1997, followed
by 1990, 1994, and 1993. Note that some missing radiation
data were extrapol ated.

Water Table Elevations

Predicted and measured daily water table elevations
(WTE) for the 10 yr period (1988-1997) are plotted in
Figure 5. Statistics quantifying agreement between the
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Figure 4. Measured monthly rainfallfora 10 yr (1988-1997) period
at the study watershed (D1).

measured and predicted values are presented in Table 3.
Model predictions of daily average WTE were in very
good agreement with measured data through 1993. Both
the ADD values and the plots indicate slight
underpredictions (positive) in 1990 to 1993 as well as
overpredictions (negative) in 1988 and 1989. For these
years, R? values ranged from 0.61 to 0.93 and average
absolute daily deviation (AADD) ranged between 0.11 to
0.14 m. Thefact that E values were equal or only slightly
less than R? indicates little bias in model predictions for
these years. Excluding periods when data were missing,
the model yielded R? values from 0.91 to 0.98 with aver-
age absoluteerror (AADD) ranging from 0.16 mto 0.22 m
in the year 1995 due to large overprediction during the
events of June and early July. Despite removal of datafor
periods with missing weather and rainfall, the bias in the
water table predictions was visible in the years 1994 to
1997 because of substantially lower E values compared to
R2. The negative ADD values in all of the last 4 yr show
consistent overprediction of water table elevations. These
errors were attributed to the errorsin modeling ET with a
calibrated stomatal conductance function.

Themodel consistently overpredicted averagewater table
elevationsduring peak eventswhenwater tableelevationwas

Table 2. Measured annual rainfall, annual average, maximum, and minimum temperatures and total net radiation
at the Carteret study site. All temperatures are average of 365(6) days of the year. Net radiation in W/m? was
converted to “mm” equivalent of water depth. D1 is the study watershed, and D2 and D3 are the other two adjacent

watersheds.
Long-term

Annual rainfall watersheds average Average temperatures Total net

Year D1 D2 D3 rainfall Mean Max Min radiation (mm)
...................................... (I eeeveeeermeerenmeenmienniseninees eevnneisneissneienns (OC) wereersenessseeesneens

1988 1,406 1,380 1,371 1,339 15.7 21.7 10.2 1,355
1989 1,876 1,829 1,768 1,339 16.3 21.6 11.5 1,191
1990 1,236 1,192 1,109 1,339 17.4 234 12.0 1,236
1991 1,575 1,508 1,478 1,339 16.6 22.3 11.6 1,132
1992 1,619 1,616 1,519 1,339 16.1 22.0 11.1 1,013
1993 1,514 1,507 1,510 1,339 15.9 224 10.2 1,206
1994 1,528 1,414 1,420 1,339 16.3 22.5 10.8 1,236
1995 1,404 1,304 1,329 1,339 15.9 224 10.5 1,191
1996 1,707 1,592 1,653 1,339 15.8 21.7 10.5 1,191
1997 1,409 1,287 1,376 1,339 16.1 21.6 10.6 1,358
Average 1,526 1,463 1,453 1,339 16.2 22.2 10.9 1,211
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Figure 5. Measured (solid line) and model predicted (dotted line) water table elevations for a 10 yr (1988-1997) period. Broken lines
indicate periods with missing water table or weather or rainfall data. GSE indicates average ground surface elevation above mean sea

level (amsl).

about 2.25 m and higher. This indicates a possible discrep-
ancy in drainable porosity around that depth. Interestingly,
predicted drawdown in the range of 1-1.5 m elevation was
slower than the measured datain the May—June period of all
years except 1989. As a result of this, a somewhat large
overestimation of water table elevations occurred in the
spring and early summer of 1995. The error isnot caused by
errorsin hydraulic conductivity because no drainage occurs
for that water table elevation. Apparently the discrepancy in
this period is due to errors in either drainable porosity or
predicted ET.

Another possible source of discrepancies between mea-
sured and predicted water table is the method used to deter-
minetheaverage measured water tabledepth. First, therewas
a discrepancy between the two midpoint wells where the
differenceinwater tableelevationswasasmuch as0.20mfor
large events. Secondly, there was some error caused by
averaging only two datapoints (midpoint and ditch) to obtain
measured average water table elevations. Thiserror isgreat-
est during large storm events when water table is high, as
shown in Figure 6(a). It is evident that for the large events
when the water table is high, the average water table eleva-
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Table 3. Computed statistics for goodness-of-fit between mea-
sured and predicted daily water table elevations for watershed
D1 at Carteret study site fora 10 yr (1988-1997) period. The values
exclude the periods with missing weather and rainfall data in the
years 1994 through 1997.

Year AADD ADD R’ E
................ (m)
1988 0.12 -0.00 0.83 0.82
1989 0.13 —0.08 0.87 0.81
1990 0.12 0.02 0.88 0.88
1991 0.14 0.01 0.77 0.76
1992 0.14 0.01 0.61 0.59
1993 0.11 0.02 0.93 0.93
1994 0.20 -0.04 0.98 0.53
1995 0.22 —0.06 0.91 0.71
1996 0.20 —0.01 0.93 0.67
1997 0.16 —0.08 0.94 0.67
1988-1997 0.15 —0.01 0.93 0.78

Note:  AADD = Average Absolute Daily Deviation.
ADD = Average Daily Deviation.

R? = Coefficient of Determination.

E = Nash-Sutcliffe Coefficient (Coefficient of Efficiency).

tion, determined by taking the mean of only two data points,
is somewhat lower than the average of measurements across
thetransect (Figure6b). Thedifferencesweresmall for water
table elevations lower than 2 m. Other errors are possibly
associated with definition of average ground surface eleva-
tions (which was 2.67 m here) on these bedded plantations.
The beds and furrows are 10 to 15 cm above and below the
average ground surface, respectively. The 10 yr predictions
of daily water table depths had an AADD of 0.15 m, R2 of
0.93 and E of 0.78, respectively. Similarly, the 10 yr mean
(1.75m) and standard deviation (0.34 m) of thepredicted data
wereal sovery closeto themeasured datawith amean of 1.74
m and standard deviation of 0.38 m. The statistics indicated
that the model is able to predict the daily water table depths
inthewatershed withintheerror limits(AADD =0.15mwith
standard deviation of 0.03 m ontheannual basis) dueto some
uncertainties in modeling ET and the measured data dis-
cussed above. Thiserror is30% lower than the AADD value
of 0.22 m reported by McCarthy et al. (1992) for this water-
shed for the 22 month (1988-1989) period.

Drainage Outflows

Predicted and measured daily drainage rates and cumula-
tiveflowsfor each of the 10 yr of the study period are shown
in Figure 7. Datafor periods when weather and rainfall data
were missing (as mentioned earlier in 1994 to 1997) have
been excluded for both the graphical comparison and the
computation of goodness-of -fit statistics (Table4). Theplots
show that the model predicted nearly al measured drainage
events. Therewereoverpredictionsin 7 out of 10yr, asshown
by the negative average daily difference (ADD) parameters.
But theremaining 3yr (1993, 1994, and 1995) had somewhat
larger underpredictionsasindicated by positive ADD values
(Table 4) and by the graphical plots (Figure 7). Computed
ADD value for 1997 was negative (i.e., overprediction) due
to overpredictions of some summer-fall events. Most of the
large deviations in daily differences (AADD) were in the
years of 1989, 1991, 1992, 1994, and 1996. All these years
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Figure 6. (a) Measured water table elevations amsl at the
midpoint (thick line) in the watershed and at the ditch outlet (thin
line) for the year 1990; (b) Measured water table elevation as an
average of midpoint and ditch (blank circle), and average of five
transect wells (straight line).

had also large numbers of drainage events with high peak
flow rates(Table2 and Figure4). With theexception of 1997,
the AADD values (Table 4) were less than 0.47 mm/day for
all of therelatively dry years (1988, 1990, 1993, and 1995).
Thiswasduetothefact thereweremany dayswith zero-flows
bothin measured and predicted data. Furthermore, therewere
fewer days with submerged flow events, which usualy re-
sulted in higher discrepancies. The large discrepancy in
March and April of 1989 were due to weir submergence,
which caused relatively large uncertaintiesin flow measure-
ments, as reported by Amatya et al. (1998b). Large
underpredictions of flows in early January 1990 were also
dueto submergenceof theweir. A pumpinstalledintheoutl et
ditchdownstream prevented submergenceafter January 1991
except for afew periods when power went out during hurri-
cane Fran (Day 248-250) in 1996.

Anassumption of aconstant aerodynamicresistanceinthe
interception submodel may have also resulted in
overprediction of canopy evaporation (Amatya et al. 1996)
and underprediction of subsurface outflow. Errors may have
alsooccurredin estimatesof stomatal conductance, duetothe
use of the samefactorsasin the previousyears. The sensitiv-
ity of predicted wet canopy evaporation and ET to stomatal
conductance, aerodynamic resistance, and LAl has been
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Figure 7. Measured (dark solid line) and model predicted (light solid line) daily drainage outflow rates for a 10 yr (1988-1997) period. Blank

lines indicate periods with missing weather or rainfall data.

extensively reported elsewhere (Beven 1979, Amatya et al.
1996). Similarly, the high sensitivity of predicted drainage
outflows by DRAINMOD to rainfall and PET has been
reported by Skaggs (1978).

Peak drainage rates larger than 10 mm/day were
overpredicted in some years (1989, 1992, and 1996) and
underpredicted in others (1993, 1994, 1995, and 1997). This
indicates no systematic errors in the model structure that
predicts this variable. However, the negative values of re-
sidual masscurvecoefficient (RMC) intheyears 1989, 1994,
and 1997 show the persistence of systematic errors. Most of
the other RM C values stayed higher than 0.74 indicating near
absence of systematic errorsin other years. From Figure 7 it
isevident that errorsin 1989 mostly occurred from March to

May when there were periods of weir submergence. The
underestimates of peak drainage rates in early 1997 were
attributed to drier antecedent conditions predicted by the
model dueto useof reduced amount of rainfall thanit actually
occurred for the missing periods in January (not shown).
However, theoverprediction of drainagein Day 297-333was
attributed to extrapolated rainfall from the nearby gauge
when the station wasintermittently down between the period
Day 286-317. The underestimate in late winter and early
spring of 1994 may be the result of errorsin modeling ET.
Most of the peak drainage rates were the result of high
subsurface drainage rates rather than direct surface runoff.
The model predicted surface runoff for only one event (Hur-
ricane Fran on Day 249 in 1996). Surface runoff is rarely
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Table 4. Computed statistics for goodness-of-fit between mea-
sured and predicted daily drainage outflow rates for watershed
D1 at Carteret study site for a 10 yr (1988-1997) period. All
statistics except RMIC exclude periods with missing weather and
rainfall data in the years 1994 through 1997.

Year AADD ADD R’ E RMC
........... (mm)
1988 0.32 —0.09 0.71 0.66 0.74
1989 1.07 -0.14 0.68 0.61 -1.29
1990 0.29 -0.04 0.77 0.76 0.83
1991 0.63 —0.06 0.72 0.71 0.80
1992 0.69 —0.06 0.65 0.54 0.78
1993 0.47 0.21 0.85 0.83 0.85
1994 1.01 0.28 0.77 0.72 —0.63
1995 0.35 0.22 0.91 0.90 0.95
1996 0.86 —0.11 0.74 0.73 0.86
1997 0.56 -0.13 0.66 0.65 -0.35
1988-1997 0.61 0.01 0.73 0.71 0.32

Note:  AADD = Average Absolute Daily Deviation.
ADD = Average Daily Deviation.

R2= Coefficient of Determination.

E = Nash-Sutcliffe Coefficient (Coefficient of Efficiency).
RMC = Residual Mass Curve Coefficient.

predicted, because the effective surface storage is approxi-
mately 75 mm for these bedded plantations. The predictions
were in much better agreement during the winter events
(December to March) than during the growing season (late
March to early November). The model tended to slightly
overpredict some smaller events (<5 mm/day) during the
growing season. This indicates that model predictions are
more accurate during the winter when ET is smaller than
during the growing season when errors in calculating ET
have a larger impact on the water balance. The model also
accurately predicted most daysof zero-flow during the grow-
ing season. This indicates that the model does a better job
during both wet (flow up to 8 mm/day) and dry (zero-flow)
events compared to large events.

The R? values were greater than or equal to 0.71 for 7
of the 10 yr, and the corresponding E values were larger
than or equal to 0.71 for 6 of the 10 yr. E valueswere close
to R2 values (1990, 1991, 1993, 1995, and 1996) when the
residual mass curve coefficients (RMC) were very large
(>0.80) indicating negligiblesystematic errorsdueto bias.
The regression between measured and predicted daily
flows for all 10 yr of data yielded an R? value of 0.73,
indicating that the model explained 73% of the variation
overall. T-tests indicated that the slope of 0.88 and inter-
cept of 0.14 werenot significantly different than 1 and O (a
= 0.05), which suggests a good correlation between the
measured and predicted data. The predicted daily flow
ratesfor the 10 yr period had the mean (1.37 mm/day) and
standard deviation (3.0 mm/day) that were nearly the same
as the mean (1.36 mm/day) and standard deviation (3.1
mm/day) of the measured data. These statistics indicate
that the distributions of the measured and predicted daily
flow data seem to be in good agreement. The cumulative
probability distributions of measured and predicted daily
flows are plotted as daily flow frequency in Figure 8. The
comparison showed that the prediction of daily flow rates
lessthan about 8 mm/day, which occurred over 96% of the
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Figure 8. Measured (thick line) and predicted (thin line) daily flow
frequency curves using 10 yr (1988-1997) flow data (days with
missing weather or rainfall data are excluded).

time during the 10 yr period, werein very good agreement
with measured data. The model accurately predicted the
dayswith zero-flowsthat occurred nearly 50% of thetime.
However, themodel underpredicted flow ratesintherange
of 8 to 20 mm/day that occurred 3.0% of the time. The
errors for this range may be due to errors in modeling
potential ET and errors in soil hydraulic properties that
were assumed constant, and equal to that measured in
early 1988. However, most of the overpredictionsin high
flow rates greater than 25 mm/day, that occurred lessthan
0.3% of the time, were associated with errors during the
weir submergence. Amatya et al. (1998b) showed that
flow rates using a weir equation for submerged flow
conditionsmay be substantially underestimated. The 10 yr
average of AADD value of 0.61 mm/day with a standard
deviation of 0.27 mm/day was very closeto 0.62 mm/day
reported by McCarthy et al. (1992) for this watershed for
the 22 month (1988-1989) period. This error is substan-
tially lower than the value of 0.94 mm/day for a 5 yr
(1988-1992) period reported by Amatya et al. (1997) for
anearby 340 ha drained forest watershed at Cozier Tract.
In that watershed scale modeling study, this model was
used to predict the hydrology of the individual fields.
These analyses showed that the model is able to predict
daily drainagerates of the study sitewithintheerror limits
shown by the above computed statistics.

Predicted seasonal and annual drainage outflows were
compared with measured datain Table 5. All daily data,
including the periods with extrapolated weather and rain-
fall data, were considered to obtain the values given in
Table 5. For this study site, winter season was defined as
the period from November to April and summer season
was defined as the period from May to October. Model
predictions for the winter season were in much better
agreement with measured data than were the summer
predictions. Drainage was underpredicted during all the
winters except in 1989 and was generally overpredicted
during the summer. Besides the effects of weir submer-
gence, some of the discrepancies in drainage outflows
duringthewinter, whentheLAl issmall and ET effectsare
negligible, can be attributed to an assumption of aconstant
saturated hydraulic conductivity of 3.9 m/day for the



Table 5. Seasonal and annual measured and predicted drainage outflows for a 10 yr period (includes all data) for
watershed D1 at Carteret study site, NC. Winter period (W) = November to April and Summer period (S) = May to

October.
Measured Predicted Relative error

Year \\ S A \\ S A \\ S A

................................................... (L) +eroererseremserscsssesssemsssemseseoesesseniere senscsesocsssesensenss () coersesersarersasecoess
1988 94 79 173 91 113 204 3 —43 -18.0
1989 426 231 657 530 178 708 24 23 -7.7
1990 224 16 240 208 45 253 7 —181 -5.5
1991 372 147 519 337 206 543 9 -40 4.5
1992 445 140 585 429 178 607 4 -26 -3.5
1993 550 35 585 469 41 510 15 -15 13.0
1994 419 18 437 404 75 479 4 =312 -9.5
1995 418 39 457 346 5 351 17 87 23.1
1996 336 369 705 257 436 693 24 -18 1.8
1997 393 2 395 299 36 335 24 1,479 15.2
Mean 368 108 476 337 131 468 8 -200 0.4
SD 120 112 164 124 121 168 13 439 12.1

Note:  Annual outflow = Winter outflow + Summer outflow.
Relative error = (measured — predicted) / measured * 100.
SD = Standard deviation.

W = Winter, S = Summer, and A = Annual.

whole soil profile. In general, hydraulic conductivity on
the top layer with litter and root mats may be higher than
the bottom layer in the forest soil profile (Chescheir et al .,
1995).

The relative errors were highest for the summer of
1997, followed by 1994 and 1990. However, these errors,
stated on a percentage basis, should be cautiously inter-
preted, asthey tend to be higher for smaller values. On an
annual basis, the relative error varied between 1.8% for
1996 to 23.1% in 1995 with an average of 0.4% for the 10
yr period. The mean and standard deviation computed for
the 10 yr period of simulated data were in very close
agreement with the measured data. Thisindicatesastrong
relationship between the annual distributions of drainage
outflows(Table5). The model performance was excellent
in predicting annual cumulative drainage, with an error
near 15% except in 1988 and 1995. However, thetiming of
drai nage outflowswaspoor in someyears (1994, 1995 and
1997), indicating potential errors in rainfall input and
potential ET asstated earlier. A small amount of error may
result from inclusion of rainfall directly into the ditch.
Average errors as much as 5% can occur in the measure-
ment of rainfall due to this phenomenon (Whitehead and
Kelliher, 1991). Other possible errors are associated with
spatial variability during the summer storms, which was
true especially for 1997. Thisisindicated by consistently
lower annual rainfall (by about 4-5%) in adjacent water-
sheds D2 and D3 at distances of 400 m and 800 m,
respectively, from the study site. Similarly, most studies
havereported apossibleerror of 10% or moreintheannual
rates of ET and interception (Whitehead and Kelliher
1991). The estimation of potential ET of pine standsusing
weather data from a distant weather station may have
further contributed to the error. Also lateral and deep
seepage were not considered in the model. Amatya et al.
(1996) reported alossdueto lateral seepagethat amounted
to about 3% of the annual rainfall for this study site.

Summary and Conclusions

A modified forestry version (DRAINLOB) of theagricul-
tural water management and hydrology model, DRAINMOD,
was tested with 10 yr (1988-1997) of data from a loblolly
pine plantation on poorly drained soils in eastern North
Carolina. Themodel simulated water tableelevationswithan
average absolute daily deviation of 0.15 m for the 10 yr
period. Thiswas deemedto be acceptable, giventheerrorsin
some measured data and complexities in defining ground
surface elevation on these bedded plantations. Other good-
ness-of-fit statistics such as E (coefficient of efficiency) =
0.78 and RZ = 0.93 further support the conclusion that the
model can be usedtoreliably predict daily water table depths
on poorly drained forested watersheds.

Similarly, average absolute error of prediction of daily
drainageratesfor thesame 10yr period with varying seasonal
and annual weather conditionswerewithin 0.61 mmd-lwith
astandard deviation of 0.27 mm d~1. The range of R? value
was 0.65 to 0.91 (average = 0.73) with coefficients of E
ranging from 0.54 to 0.90 (average = 0.71), respectively.
These statistics indicate that the model can be used for
predicting daily drainage rates, and hence the seasonal and
annual outflow for the site. The model overpredicted most of
the summer events. On an annual basisthe errorsondrainage
outflow varied from —18% (overprediction) to 23.1%
(underprediction) with an average of 0.4%. Some of the
larger differencesbetween predicted and measured flow rates
were attributed to both modeling and measurement errors.
Use of the calibrated stomatal conductance function, devel-
oped using only weather data (from adistant weather station)
in the Penman-Monteith ET submodel could have been a
source of error in modeling ET, especially during the sum-
mer. The measurement errors were attributed not only to
some extrapol ated data but also to uncertaintiesin hydraulic
conductivity and the identification of ground surface eleva-
tion at both the wells and the weir outlet.
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Although the results of this study demonstrated that the
model could be used for evaluating the hydrology of drained
loblolly pineplantations, thefollowing suggestionsaremadefor
further research. Thestomatal conductancefunction usedinthe
Penman-Monteith ET method needsfurther modification, refin-
ing and testing with data collected on pine stand of varying ages
to enhance the reliability of modeling dry ET. The model also
needs to be tested with data for controlled drainage, a water
management practice that isimposed for both reducing off-site
impactsand conserving water for treegrowth. Thesestudieswill
ensureafull testing of themodel for itsapplicationonevaluation
of hydrology of pineplantationsunder thedifferent silvicultural
and water management treatments that occur during the com-
plete life cycle from regeneration to harvesting.

Themodel can not only beused for predicting water balance
of drained pine plantations of al stand ages (McCarthy and
Skaggs, 1992) including effects of thinning and harvesting
practices, but also for assessing the seasonal hydro-periods
(variationof water tabledepths). Themodel hasbeenlinkedwith
thewatershed scalemodel sthat consi der thecumul ativeimpacts
of different management practices (Amatyaet a., 1997) onthe
hydrology of alargelandscape. Themodel hasalsothepotential
to belinked with forest productivity modelsfor ng water
yield and timber production, and water quality and climate
models for assessing the environmental impacts on poorly
drained coastal plain sails.
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